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the rugged, dependable tree spade attachment 

turns any loader into a transplanting unit, while also 

speeding up production and cutting labor costs. 

with its compact, short tower design, the tree  

spade easily squeezes between closely-planted 

trees. Built for maximum durability, the reinforced 

attachment frame handles the bumps and bruises 

of a tough work environment. the tree spade works 

in a variety of soil conditions, maximizing worksite 

capabilities.

vAlve options
the 7-Pin attachment Control device can control tree spade 
operation with fingertip controls located directly on the 
steering levers of the carrier. a convertible valve option 
controls tree spade operation with fingertip controls on the 
steering levers or by using a pendant control box.

reAr stAbilizers
rear stabilizers are required when using the tree spade on 
approved Bobcat loaders. stabilizers transfer the weight 
to the tree spade for maximum digging. this allows the 
operator to dig in tough soil.

AdjustAble legs

allow for digging five different 
root-ball sizes with one tree spade.

Fingertip control

dig, transplant and package trees 
without leaving the operator’s seat.

overlApping blAdes

ensure clean root cutting and 
support of the root-ball.

convertible vAlve

allow for operation with Bobcat 
loaders as well as other brands.

open FrAMe design

Provides excellent visibility to 
the base of the tree.

eAsy Access step

design of the frame allows for 
easy access to the loader.

greAt visibility

coMpAct design

allows for attachment operation 
in confined areas without 
damaging the landscape.

& efficiency.

Dig & transplant 
trees with speed
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Specifications 24 in. 28 in. 32 in. 36 in. 44 in.

Ball Diameter 18.0-24.0 in. 
(457-610 mm)

22.0-29.0 in. 
(559-737 mm)

26.0-33.0 in. 
(660-838 mm)

29.0-37.0 in. 
(737-940 mm)

36.0-45.0 in. 
(914-1143 mm)

Tree Diameter 1.0 - 2.0 in. 
(25-51 mm)

1.5 - 2.5 in. 
(38-64 mm)

2.0 - 3.3 in. 
(51-84 mm)

2.0 - 3.8 in. 
(51-97 mm)

3.0 - 4.5 in. 
(76-114 mm)

Ball Weight 78-250 lb. 
(35-113 kg)

145-383 lb. 
(66-174 kg)

256 - 580 lb. 
(116-263 kg)

394-805 lb. 
(179-365 kg)

578-1177 lb. 
(262-534 kg)

Spade Weight

     Cone 1415 lb. 
(641.8 kg)

1490 lb. 
(675.9 kg)

1590 lb. 
(721.2 kg)

1640 lb. 
(743.9 kg)

2150 lb. 
(975 kg)

     Modified 1330 lb. 
(603.3 kg)

1415 lb. 
(641.8 kg)

1525 lb. 
(691.7 kg)

1580 lb. 
(716.7 kg)

2145 lb. 
(973 kg)

     Truncated
1330 lb. 

(603.3 kg)
1415 lb. 

(641.8 kg)
1530 lb. 
(694 kg)

1585 lb. 
(718.9 kg) N/A
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blAde conFigurAtions
Most tree spade models are available in truncated, modified, 
and cone blade configurations. select the right tree spade 
attachment for your specific machine and application.

  Truncated Blade: has a tower angle of 22 
degrees, delivering a better stand of the tree 
when placed in a basket. ideal for digging in 
tight locations and in clay soils. (not available 
for 44-inch model.)

  Modified Blade: has a tower angle of 25 
degrees, allowing the tree spade to place the 
removed tree directly into a basket. it’s the 
most popular choice for balled-and-burlapped 
tree harvesting, and it’s excellent for loamy to 
sandy soils.

  Cone Blade: is popular for transporting and 
placing trees in sandy and hard-packed soils. 
it can also be used to place trees in baskets.

outside FrAMe design
Featured on the 24- and 28-inch tree spade models, the out-
side frame design provides a wider space for the tree.

inside FrAMe design
Featured on spades 32-inch and above, 
the inside frame helps maintain the 
integrity of the rootball and allows 
for a more compact design.

bobcAt orAnge color
delivers better attachment visibility 
when digging.

Three-Blade Dimensions

Four-Blade Dimensions

24 in. Tree Spade
number of Blades: 3    
a. Blade angle 30 deg. (cone) 25 deg. (modified) 22 deg. (truncated) 
B. width 88.6 in. (2250 mm) 71.5 in. (1816 mm) 67.5 in. (1715 mm) 
C. Height 57.1 in. (1450 mm) 47.9 in. (1217 mm) 48.9 in. (1242 mm) 
d. length 80.7 in. (2050 mm) 70.8 in. (1798 mm) 68.5 in. (1740 mm) 
Max digging depth 23.2 in. (589 mm) 19.7 in. (500 mm) 18.4 in. (467 mm) 
Bottom opening radius 0.1 in. (3 mm) 4.2 in. (107 mm) 5.8 in. (147 mm)

28 in. Tree Spade
number of Blades: 3    
a. Blade angle 30 deg. (cone) 25 deg. (modified) 22 deg. (truncated) 
B. width 92.4 in.(2347 mm) 75.4 in. (1915 mm) 71.6 in. (1811 mm) 
C. Height 57.1 in. (1450 mm) 47.9 in. (1217 mm) 48.9 in. (1242 mm) 
d. length 85.1 in. (2162 mm) 75.3 in. (1913 mm) 73.0 in. (1854 mm) 
Max digging depth 26.4 in. (671 mm) 22.6 in. (574 mm) 22.8 in (579 mm) 
Bottom opening radius 0.4 in. (10 mm) 4.8 in. (122 mm) 6.0 in. (152 mm)

32 in. Tree Spade
number of Blades: 3    
a. Blade angle 30 deg. (cone) 25 deg. (modified) 22 deg. (truncated) 
B. width 91.8 in. (2332 mm) 76.0 in. (1930 mm) 71.1 in. (1806 mm) 
C. Height 64.2 in. (1631 mm) 58.7 in. (1491 mm) 59.8 in.(1519 mm) 
d. length 83.3 in. (2116 mm) 74.2 in. (1930 mm) 71.3 in. (1811 mm) 
Max digging depth 31.2 in. (792 mm) 25.9 in. (685 mm) 24.8 in. (629 mm) 
Bottom opening radius 0.8 in. (20 mm) 5.6 in. (142 mm) 7.3 in. (184 mm)

36 in. Tree Spade
number of Blades: 3    
a. Blade angle 30 deg. (cone) 25 deg. (modified) 22 deg. (truncated) 
B. width 95.6 in. (2428 mm) 79.8 in. (2027 mm) 74.9 in. (1902 mm) 
C. Height 64.2 in. (1631 mm) 58.7 in. (1491 mm) 59.8 in. (1519 mm) 
d. length 87.5 in. (2223 mm) 78.4 in. (1991 mm) 75.5 in. (1918 mm) 
Max digging depth 32.9 in. (836 mm) 29.4 in. (747 mm) 29.5 in. (749 mm) 
Bottom opening radius 2.2 in. (56 mm) 6.2 in. (157 mm) 7.6 in. (193 mm)

44 in. Tree Spade
number of Blades: 4    
a. Blade angle 30 deg. (cone) 25 deg. (modified)  
B. width 85.1 in. (2162 mm) 77.7 in. (1974 mm)  
C. Height 64.2 in. (1631 mm) 66.6 in. (1692 mm)  
d. length 85.1 in. (2162 mm) 78.5 in. (1994 mm)  
Max digging depth 33.3 in. (846 mm) 31.0 in. (787 mm)  
Bottom opening radius 5.6 in. (142 mm) 9.4 in. (239 mm) 

Approved Machines: skid-steer loader, Compact track loader, all-wheel steer loader

Scan the code to 
see the tree spade 

in action.


